
Order No.: 59MQ31000024 | GTIN (EAN): 4069025012128
Product description: Apol-,Y-wiresusp,wh,rd,0.3-1.5m,3p

Apollon®, Y-wire suspension, ceiling sleeve, connection cable,with terminal, 3-
pole, ceiling fixing element, of steel, galvanised, ceiling canopy, round, of
aluminium, wire, of steel, galvanised, fixing on luminaire side, of steel,
galvanised, ceiling sleeve, of steel, nickel-plated, packaging unit: set of 2

Wt. (kg): 0.4
GTIN (EAN): 4069025012128

It is mandatory that the assembly instructions must be observed when planning and installing the electrical installation (to be found at www.siteco.de)
Tolerances related to thermal, electrical and photometric data according to IEC 62722
Issued 06.03.2024 - Modifications and errors subject to change - Ensure that you always use the latest version -

Siteco GmbH • Georg-Simon-Ohm-Str. 50 • 83301 Traunreut, Germany • Tel +49(8669)33-0 • Fax +49(8669)33-397 • eMail info@siteco.de • Internet www.siteco.com



Order No.: 59MQ31000024 | GTIN (EAN): 4069025012128
Detailed technical description: Apol-,Y-wiresusp,wh,rd,0.3-1.5m,3p

Key data
— Product type: Y-wire suspension
— Product name: Apollon®

— Order No.: 59MQ31000024

Lighting technology | Lamps | Control
gear

Component 1

Lamps:
— Supplement: for ON/OFF version

Material, Colour
— ceiling fixing element: steel, galvanised,

white
— wire: steel, galvanised, wire, Ø 1.2mm
— fixing on luminaire side: steel,

galvanised
— ceiling sleeve: steel, nickel-plated

Mounting
— Recommended suspension height:

0.3..1.5m

Electrical connection
— Connection: terminal, 3-pole

Dimensions, Weight
— Weight: 0.4kg

It is mandatory that the assembly instructions must be observed when planning and installing the electrical installation (to be found at www.siteco.de)
Tolerances related to thermal, electrical and photometric data according to IEC 62722
Issued 06.03.2024 - Modifications and errors subject to change - Ensure that you always use the latest version -
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